
The Dräger Alcotest® 9510 features a new ergonomic
design, while furthering the Dräger tradition of highly
reliable products.

In many countries the results of breath
alcohol testing are admissible as evidence
in court. Instruments used for these meas-
urements have to fulfil very tight require-
ments and have to be very reliable. The
Dräger Alcotest 9510 represents a new
generation of breath alcohol measuring
instruments. It is designed to comply 
with most international regulations for
such devices which are besides national
regulations especially the requirements
defined in OIML R 126-1998. 

The measuring technology has been
improved by using a new Infrared Sensor
with higher energy density. This provides
even more precise measurement results
for professional users than previous
instruments in that category did. 
Furthermore, the Dräger Alcotest 9510 

can additionally be equipped with the well
proven Dräger electro-chemical measuring
system with its alcohol specificity. In this
configuration the “dual sensor” concept
further increases the forensic acceptance.

The Dräger Alcotest 9510 is designed for
mobile and stationary use, i.e. it can be
operated with 12 VDC. The touch screen
display is offering an intuitive interaction
of user and device. The device can be
positioned on the narrow back side which
then limits the needed space to a 
minimum. To support the use of the 
instrument in this position the display is
180° rotatable. The multiple connections
ports (USB; RS 232, Ethernet; etc.) of the
Alcotest 9510 are allowing the integration
of the device in complex data networks,
with even remote control of the operation. 

Dräger Alcotest® 9510
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Dräger Alcotest® 9510
The new definition of evidential breath
test instruments. More user friendly, 
more compatibility, more possibilities.
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SAMPLING

The long, flexible and heated breath hose
eliminates condensation and allows 
comfortable operation for both subject
and operator. The removable mouthpiece
ensures hygienic contact between subject
and instrument.

DISPLAY 

The high-resolution touchscreen is 
available in monochrome or color. The
big screen delivers clear and complete
text messages and makes an easy 
interaction possible.

EASY OPERATING

An intuitive user interface guides the 
operator through test and maintenance
steps, supplemented by audible and 
visual cues and complete text messages.
All texts used are configurable in many 
different languages.

THERMAL PRINTER

The very quiet and reliable thermal printer
delivers a fast, easy to read and high-class
document printout. It needs no toner,
printer cartridge or ink to operate. Its low
maintenance costs paired with the long
lifetime of the thermal head are very
user-friendly.

HANDLING

The Dräger Alcotest 9510 features high
resistance against hits and beats.
Gummed bumpers avoid scratches on the
sides and the closed upper and bottom
part protect the device against splash
water. Optional the device can be
equipped with a handle for easy and save
transportation. 

DATA INPUT

For an easy data input an external USB
keyboard can be used in addition to the
touchscreen.

Breath hose
Heated sampling hose avoids condensation. 

Display
High-resolution touchscreen available
in monochrome or color.

Thermal printer
Fast, quiet and reliable 
printout in a premium quality.
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IR port
For IR keyboard and 

remote control.

Handle
For easy transport (optional).

Rubber bumper
The gummed bumpers 

protect the device against
crashes and avoid scratches.
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USB ports
Three ports for an easy
and fast communication

with other devices. 

Modem/Ethernet port
For easy network
communication.

Power supply
Operating at 85
to 260 VAC for

stationary and 12
VDC for mobile 

application.
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INTERFACE FLEXIBILITY

For an easy communication between the
Dräger Alcotest 9510 and other devices,
the instrument offers many different
options – i.e. 3 USB ports, 2 RS-232
ports, modem, ethernet, IR port.

APPLICATION

The instrument is developed for stationary
and mobile use. It operates at 85 to 
260 VAC and 12 VDC without activating 
a switch or without requiring a power
adapter or a power inverter. For safe 
transportation Dräger offers the needed
accessories.

DUAL SENSOR TECHNOLOGY

The highly developed Infrared Sensor 
represents the most significant 
advancement in IR Breath analysis in 
20 years and is virtually non-sensitive 
to any potentially interfering substance 
in the breath of a subject. The optional
available dual sensor technology, 
consisting of this IR sensor and a Dräger
Fuel Cell, provides precise, alcohol 
specific and reliable measurement results.



TECHNICAL DATA

Dräger Alcotest® 9510

The Dräger Alcotest exceeds most of the existing specifications for evidential breath alcohol analysers. 
As basic requirements the following specifications (according to OIML R 126-1998) are met.

Measurement Range: 0.00 mg/L to 3.00 mg/L 
or equivalent unit

Temperature Range: 0 °C to 40 °C

Repeatability / standard deviation:

up to 0.4000 mg/L: 0.007 mg/L

0.4000 mg/L up to 2.000 mg/L: <1.75 %

above 2.000 mg/L: < 6 %

Maximum permissible errors:

up to 0.4000 mg/L: 0.020 mg/L

0.4000 mg/L up to 2.000 mg/L: 5 %

above 2.000 mg/L: 20 %
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HEADQUARTERS
Dräger Safety AG & Co. KGaA
Revalstrasse 1
23560 Lübeck, Germany

www.draeger.com

SPAIN
Dräger Safety Hispania S.A.
Calle Xaudaró 5
28034 Madrid
Tel +34 91 728 34 00
Fax +34 91 729 48 99

UNITED KINGDOM
Draeger Safety UK Ltd.
Blyth Riverside Business Park
Blyth, Northumberland 
NE24 4RG
Tel +44 1670 352-891
Fax +44 1670 356-266

FRANCE
Dräger Safety France SAS
3c route de la Fédération, 
BP 80141
67025 Strasbourg Cedex 1
Tel +33 3 88 40 59 29
Fax +33 3 88 40 76 67

ITALY
Draeger Safety Italia S.p.A
Via Longarone 35
20080 Zibido San Giacomo (MI), 
Italy
Tel +39 02 90 59 49 1
Fax +39 02 90 00 36 86

MEXICO
Draeger Safety S.A. de C.V.
Av. Peñuelas No. 5 Bodega No. 37
Fraccionamiento Industrial 
San Pedrito
Querétaro, Qro México
Tel +52 442 246-1113
Fax +52 442 246-1114

NETHERLANDS
Dräger Safety Nederland B.V.
Edisonstraat 53
2700 AH Zoetermeer
Tel +31 79 344 46 66
Fax +31 79 344 47 90

REP. OF SOUTH AFRICA
Dräger South Africa (Pty) Ltd.
P.O.Box 68601
Bryanston 2021
Tel +27 11 465 99 59
Fax +27 11 465 69 53

SINGAPORE
Draeger Safety Asia Pte Ltd
67 Ayer Rajah Crescent 
#06-03
Singapore 139950
Tel +65 68 72 92 88
Fax +65 65 12 19 08

SUBSIDIARIES

AUSTRALIA
Draeger Safety Pacific Pty. Ltd.
Axxess Corporate Park
Unit 99, 45 Gilby Road
Mt. Waverley Vic 3149
Tel +61 3 92 65 50 00
Fax +61 3 92 65 50 95

CANADA
Draeger Safety Canada  Ltd.
7555 Danbro Crescent
Mississauga, Ontario L5N 6P9
Tel +1 905 821 8988
Fax +1 905 821 2565

P. R. CHINA
Beijing Fortune Draeger Safety
Equipment Co., Ltd.
A22 Yu An Rd, B Area, 
Tianzhu Airport Industrial Zone,
Shunyi District, Beijing 101300
Tel +86 10 80 49 80 00
Fax +86 10 80 49 80 05


